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PRECISION SLII 8 - 16 - ROW

 SLII 8-16 - ROW SLII 8/762 SLII 8/914 SLII 12/762 SLII 12/914 SLII 16/762 SLII 16/914

Number of rows 8 8 12 12 16 16

Row spacing (mm) 762 914 762 914 762 914

Main wheel track width (m) 3 3.65 3 3.65 3 3.65

Tractor power required (kW) 120 120 180 180 240 240

Frame style 3 - section vertical folding frame

Hitch style Drawbar for CAT3 Drawbar with hardened insert for CAT4 or CAT5 Pin

Working width (m) 6.1 7.3 9.1 11 12.2 14.6

Transport width (m) 5.3 5.3 5.3 5.3 7.2 7

Transport height (m) 3.5 4.2 4.6 5.5 4.8 5.9

Seed hopper volume per row (l) 75

Fertilizer hopper total volume (l)
3 Bins Total = 4 750 
(1 550|1 650|1 550)

3 Bins Total = 6 150 (2 250|1 650|2 250)

SLII 12 - 16 - ROW NARROW AND 24 - ROW ULTRA

SLII 12-16 - ROW Narrow  
and SLII 24 - ROW ULTRA

SLII 12/762N SLII 12/914N SLII 16/762N SLII 16/914N SLII 24/762 ULTRA SLII 24/914 ULTRA

Number of rows 12 12 16 16 24 24

Row spacing (mm) 762 914 762 914 762 914

Main wheel track width (m) 3 3.65 3 3.65 3 3.65

Tractor power required (kW) 180 180 240 240 360 360

Frame style 2 - section forward folding
3 - section front fold frame with vertical 

tilt

Hitch style Drawbar with hardened insert for CAT4 or CAT5 2 - Point hitch CAT4

Working width (m) 9.1 11 12.2 14.6 18.3 21.9

Transport width (m) 3.5m - 762 spacing and 4.2m - 914 spacing 5 5

Transport height (m) 4.8 4.8 4.8 4.8 5 5

Seed hopper volume per row (l) 75

Fertilizer hopper 
total volume (l)

3 Bins Total = 4 750 
(1 550|1 650|1 550)

3 Bins Total = 6 150 
(2 250|1 650|2 250)

3 Bins Total = 6 150 (2 250|1 650|2 250) 
or 4 Bins Total = 7 800 
*Tracks compulsory 

(2 250|1 650|1 650|2 250) 



PRECISION CII 8 - 24 - ROW NARROW TRANSPORT

CII 24 ROW NARROW AND 24 - 36 - ROW ULTRA

CII 8 - 24 - Row Narrow CII 8/762N CII 8/914N CII 12/762N CII 12/914N CII 16/762N CII 16/914N CII 24/508N

Number of rows 8 8 12 12 16 16 24

Row spacing (mm) 762 914 762 914 762 914 508

Main wheel track width (m) 3.048 3.65 2.8 3.65 3 3.65 3

Tractor power required (kW) 96 144 192 288

Frame style
2 - section vertical folding 

frame 
2 - section forward folding

Hitch style Drawbar for CAT3 Drawbar for CAT4 or CAT5

Working width (m) 6.1 7.3 9.1 11 12.2 14.6 12.2

Transport width (m)

Transport height (m) 3.5 4.5

Seed hopper volume per row (l) 75

Fertilizer hopper total volume (l)
3 Bins Total = 4 750 
(1 550|1 650|1 550) 3 Bins Total = 6 150 (2 250|1 650|2 250) Granular or Liquid

3.5m - 762 spacing and 4.2m - 914 spacing

75

CII 24 - ROW Narrow 
and CII 24 - 36 ROW ULTRA
Number of rows
Row spacing (mm)
Main wheel track width (m)
Tractor power required (kW)
Frame style
Hitch style
Working width (m)
Transport width (m)
Transport height (m)
Seed hopper volume per row (l)

Fertilizer hopper total volume (l)

3 Bins Total = 6 150 (2 250|1 650|2 250) 

CII 24/762N

24
762

3
288

2 - section forward folding
Drawbar for CAT4 or CAT5

18.3
3.5
4.5

4 Bins Total = 7 800 
*Limited liquid tank options 
(2 250|1 650|1 650|2 250) 

CII 36/508 ULTRA

36
508
   3
432

2 Point hitch CAT4
18.3

5

5

CII 24/914 ULTRA

24
914
3.65
288

3 - section front fold frame with vertical tilt

2 Point hitch CAT4
21.9

5
5

4 Bins Total = 7 800 *Tracks compulsory 
(2 250|1 650|1 650|2 250) 



sliicii

cii standard features

BUILT WITH SSAB STRENX MATERIAL FOR AN 
EXCEPTIONAL STRENGTH TO WEIGHT RATIO.
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CII DUPLEX ROW CLEANER: FRAME MOUNTED FERTILIZER PLACEMENT OPTIONS:

Fixed
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SEED DISC RECESSED GAUGE WHEEL 
ARMS 

PRECISION PLANTING’S 
VACUUM SEED METER

LARGE 75L SEED HOPPER

NOTCHED STEEL WHEELS PRECISION PLANTING VDRIVE PARALLEL ARMS OPTIONAL SEED FIRMERS

VARIOUS PRODUCT PLACEMENT OPTIONS

standard features

BUILT WITH SSAB STRENX MATERIAL FOR AN 
EXCEPTIONAL STRENGTH TO WEIGHT RATIO.
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SLII SIMPLEX ROW CLEANER: SLII UNIT MOUNTED SHEAR AND COULTER OPTIONS FOR 
FERTILIZER PLACEMENT:
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VARIOUS PRODUCT PLACEMENT OPTIONS

SLII FRAME MOUNTED RESIDUE COULTERS:8

3

1

2

4

5

7

8

6

7

1 2 3

64 5

SEED DISC RECESSED GAUGE WHEEL 
ARMS 

PRECISION PLANTING’S 
VACUUM SEED METER

LARGE 75L SEED HOPPER

NOTCHED STEEL WHEELS PRECISION PLANTING VDRIVE PARALLEL ARMS OPTIONAL SEED FIRMERS

1 2 3

64 5

3

1
2

4

5

7

8

6

7



seed

dry or liquid
fertilizer

dry or liquid
fertilizer

dry or liquid
fertilizer

or seed

air

SEED & FERTILIZER DISTRIBUTION
Equalizer self-cleaning fertilizer meterbox
• Stainless Steel with self-cleaning poly meter roller
• Accurate, versatile, and simple with effortless calibration 
• One metering roller for all fertilizer types and sizes
• Direct fertilizer supply to each row for 8 -16 - row machines 
• Y splitters for fertilizer supply on 24 - row machines

Equalizer LIQUID FERTILIZER EQUIPMENT
• THE POLYETHYLENE TANKS ARE SUITABLE FOR LIQUID AS WELL AS 

GRANULAR FERTILIZER 
• WHEN EQUIPPED WITH LIQUID TANKS, BANJO TANK FITTINGS, MANIFOLDS, 

VALVES AND THREE STAGE FILTERS ARE STANDARD



Min-till tine seeders 6 500E – 15 000V5

Min-till tine seeders 15 000VX – 24 000VX

 6 500e -15 000v5 6 500E 7 000E 9 000V 12 000V5 15 000V5

 Number of rows 23 30 32 40 44 50 54

 Row Spacing (MM) 275 300 300 273 300 273 300 273

 Main Wheel Track Width (M) 2.63 3

 Tractor power required (kW) 161 210 224 280 308 350 378

 Hitch style Drawbar for CAT3 (1.5”) Drawbar with hardened insert for  CAT3 (1.5”) 
or CAT4(2”) or CAT5(2.75”) Pin

 Frame style 3 - section vertical folding frame 5-  section vertical folding frame

 Working width (M) 6.4 6.9 9 8.8 12 12 15 14.8

 Transport width (M) 5 6

 Transport height (M) 3.4 3.5 3.9 5.2

 Hopper total volume (L) 3 Bins Total = 4 300 (1550|1000|1750) 
or 4 Bins Total = 5 300 

(1 550|1 000|1 000 Liquid Only|1 750)

3 Bins Total = 6 150 (2 250|1 650|2 250) 
or 4 Bins all granular Total = 6 400 (1 550|1 650|1 650|1 550) 

or 4 Bins Total = 7 800 (2 250|1 650|1 650|2 250 Liquid Only)

 Options • Fixed frame mounted auger.
• Central fineseed or pesticide tank.

15 000VX – 24 000VX 15 000Vx 1 8000Vx 24 000vx
Number of rows 50 54 60 66 80

Row spacing (mm) 300 273 300 273 300

Main wheel track width (m) 3
1.8 (Inner wheels)
4.2 (Outer wheels)

Tractor power required (kW) 350 378 420 462 560

Hitch style Drawbar with hardened insert for CAT3 (1.5”) or CAT4 (2”) or CAT5 (2.75”) Pin

Frame style 5 - section Narrow transport vertical folding frame

Working width (m) 15 14.8 18 24

Transport width (m) 6 7.8

Transport height (m) 5 6.3
Optional Liquid Hopper total volume (L) 2 Bins Total = 4 500 (2 250|2 250) n/a



Tow-Between Air Carts

tow-between 12 000m2 16 000M3 22 000M3

Number of rows 2 3 3

Bin Capacity (Litres) 12 000 16 000 22 000

Bin Configuration (Litres) 6 000 | 6 000 6 000|4 000|6 000 8 000|6 000|8 000

Main wheel track width (m) 3

Frame style tow-between 

Hitch style Drawbar with hardened insert for CAT4 (2”) or CAT5 (2.75”) Pin

Transport width (m) 3.85 Main wheel option dependent 4.15

Transport height (m) 4.5

Optional Equipment
• 2nd Fan for double shoot distribution
• Digi-Star scales per bin

• Standard or deluxe hydraulic side-mounted auger
• Greenstar, Topcon and other major control systems

Tow-behind Air Carts

tow-behind 16 000r3 22 000r3

Number of rows 2 3

Bin Capacity (Litres) 16 000 22 000

Bin Configuration (Litres) 6 000|4 000|6 000 8 000|6 000|8 000

Main wheel track width (m) 3

Frame style tow-behind 

Hitch style Drawbar with hardened insert for CAT4 (2”) or CAT5 (2.75”) Pin

Transport width (m) 3.85 Main wheel option dependent

Transport height (m) 4.2

Optional Equipment
• 2nd Fan for double shoot distribution
• Digi-Star scales per bin

• Standard or deluxe hydraulic side-mounted auger
• Greenstar, Topcon and other major control systems




